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01 Conserve: Seasonal adjustments 
reduce watering without changing  
run times

02 Customise: Up to six total stations  
with three programs and four start 
times each

03 Protect: Guard the landscape and 
prevent unnecessary watering  
with a Hunter Clik sensor 

   

RESIDENTIAL CONTROLLER

Simple Irrigation Management for Gardens, Yards, and Small Landscapes

Hunter is proud to present a simple yet powerful irrigation management tool that conserves 
water and protects landscapes: the Eco-Logic controller. Eco-Logic brings together essential 
irrigation management features in an affordable solution. Better yet, the controller has a 
convenient design for maximum flexibility and control. Eco-Logic is sized in four- and six-
station models, with each option possessing features that help maximise system efficiency. 
For simplicity, reliability, and economy, nothing beats the Hunter Eco-Logic controller.

Add Rain and Freeze  
Sensors to Save Even  
More Water — and Money! 
The Mini-Clik™ rain sensor 
stops scheduled irrigation 
when it detects a preset  
level of rainfall.

Add Rain and Freeze  
Sensors to Save Even  
More Water — and Money! 
The Freeze-Clik™ sensor  
stops irrigation when  
the air temperature  
reaches 2°C.

Office : 72-B Gulberg II Lahore - Pakistan     UAN : +92 42 111 474 474 , Mob : +92 300 8711434
Email : info@hsinternational.pk                   Website : www.hsinternational.pk

Authorized Distributor 



Website  hunterindustries.com  |  Customer Support  +1-760-752-6037  |  Technical Service  +1-760-591-7383 

 

��© 2019 Hunter Industries Inc. Hunter, the Hunter logo, and all other trademarks 
are property of Hunter Industries, registered in the U.S. and other countries.	

Helping our customers succeed is what drives us. While our passion for innovation and engineering  
is built into everything we do, it is our commitment to exceptional support that we hope will keep  
you in the Hunter family of customers for years to come.
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Gene Smith, President, Landscape 
Irrigation and Outdoor Lighting

ECO-LOGIC FEATURES & SPECIFICATIONS

	 Features

•	 Number of stations: 4, 6

•	 Type: Fixed

•	 Enclosure: Indoor

•	 Independent programs: 3

•	 Start times per program: 4

•	 Maximum station run time: 4 hours

•	� Compatible with Hunter Clik sensors and other  
micro-switch-type weather sensors

•	 Rain sensor bypass

•	� Programmable rain delay

•	 Manual cycle

•	 Non-volatile memory

•	� Warranty period: 2 years

•	 Quick Check™ wiring diagnostics

•	 Automatic short circuit protection

•	 Seasonal adjustment: Global

	 Specifications

•	 Transformer input: 230 VAC, 50/60 Hz

•	 Transformer output (24 VAC): 0.625 A

•	 Station output (24 VAC): 0.56 A

•	 Pump/master valve (24 VAC): 0.28 A

•	 Sensor inputs: 1

	 Approvals

•	 CE, cUL

ECO-LOGIC

Models Description

ELC-401i-E
4-station indoor controller, 230 VAC,  
with European connections 

ELC-601i-E
6-station indoor controller, 230 VAC,  
with European connections

	 Model

	 Plastic Indoor 
	� Height: 12.6 cm 

Width: 12.6 cm 
Depth: 3.2 cm
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FEATURES
•	 Number of stations: 4, 6
•	 Type: Fixed
•	 Enclosure: Indoor
•	 Independent programs: 2
•	 Start times per program: 4
•	 Max station run time: 4 hours
•	 Compatible with Hunter Clik sensors and other  

micro-switch type weather sensors
•	 Rain sensor bypass
•	 Programmable rain delay: 1 to 7 days
•	 Manual cycle
•	 Test program allows for quick system checks
•	 Warranty period: 2 years

►► Easy Retrieve™ memory   
►► Quick Check™
►► Solar Sync® Delay
►► Automatic short circuit protection 
►► Seasonal Adjustment: Global or automatic  

updates with Solar Sync
►► Delay between stations
►► Sensor programmability

ELECTRICAL SPECIFICATIONS
•	 Transformer input: 230 VAC 50/60 Hz
•	 Transformer output (24 VAC): 0.625 A
•	 Station output (24 VAC): 0.28 A
•	 P/MV output (24 VAC): 0.28 A
•	 Sensor input: 1

APPROVALS
•	 CE, cUL

ECO LOGIC

Plastic Indoor 
Height: 12.6 cm 
Width: 12.6 cm 
Length: 3.2 cm

Number of Stations: 4, 6
Type: Fixed

ECO LOGIC

Model Description

ELC-401i - E 4-station indoor controller, 230 VAC, with European connections

ELC-601i - E 6-station indoor controller, 230 VAC, with European connections

ELC   X-CORE®  HC  PRO-HC  PRO-C®  ICC2  I-CORE®  DUAL®  ACC  ACC2  ROAM  ROAM XL  ICD-HP  PSR  XCH  NODE  WVP/WVC
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